PRECISION WHEEL ALIGNMENT
SCISSOR LIFT

v’ Large-tonnage v Precise




Equipped with reliable dual independent hydraulic circuits, each with three cylinders, this lift can meet the
wheel alignment needs of large-tonnage, long-wheelbase, and wide-track vehicles. Installed inground for

a tidier workshop. Features pneumatically locked rear sliding plates, turntable recesses, and a wheel-free
lift, making it ideal for precision wheel alignment tasks.

* High-strength runway, with minimal deformation
under rated load, fully meeting the precision
requirement of +0.5mm for front and back runway
alignment.

Front mechanical safety devices and rear non-equal
distance dual mechanical safety devices ensure the level
and safety of the runway during lifting.

e Dual independent hydraulic circuits with
three cylinders on each side, ensuring
synchronization and stability of the left and
right platforms.

Dual independent hydraulic circuits with a
symmetrical support design, ensuring synchronization
of the left and right runways within £0.25mm
precision.

» Multiple movable blocks for easy use with different
specifications of turntables.
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Oil-submerged motor for efficient heat dissipation, low noise, and long
service life

* Pneumatically locked sliding plates with high
flatness and smooth movement, suitable for
wheel alignment tasks.

* The secondary lifting platform can lift up to
5000kg.

e The secondary lifting platform can extend A
bidirectionally over a wide range

(1600-2300mm), meeting the lifting point
requirements for vehicles with long

wheelbases.

i A 4 54200 — Includes CE-Stop anti-crush foot and other safety
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- Models with lifting capacities of 6500kg and 7500kg are
also available
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TECHNICAL DATA

Model LX-7650D

Lifting capacity 5000kg

Lifting height 1990mm
Min. height 350mm
Lifting time <55s
Lowering time >20s
Runway length 5000mm
Runway width 650mm
Overall length 5550mm
Overall width 2350mm
Lifting capacity (wheel free lift) 5000kg

Lifting height (wheel free lift) 420mm

Platform length (wheel free lift)
Motor power
Power supply

Compressed air

1600-2300mm
3kw
3~IN+PE 220~380V 50~60Hz

0.6-0.8Mpa

K 1990f

Contact us: Felice Taiwan
Email: felicetw886@gmail.com
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Declaration: The graphic materials in this brochure are for reference only. Please refer to the latest information for any product descriptions that may be updated. Code: V202607
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